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Purpose

The purpose of this document is to provide examples in GML format of the features found within the OS MasterMap ITN layer. The list is not exhaustive but provides an indication of the way the real world is represented in GML terms. 

For a more detailed view please see the OS MasterMap user guide http://www.ordnancesurvey.co.uk/oswebsite/products/osmastermap/guides/userguide.html 

and the OS Mastermap schemas http://www.ordnancesurvey.co.uk/oswebsite/xml/schema/index.html 

For a demonstration of the structure of the ITN layer please see

http://www.ordnancesurvey.co.uk/oswebsite/products/osmastermap/demos/itn_tech/index.html 
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	Feature
	GML Example

	RoadLinks
(These form a part of the Road Network ‘skeleton’ on which the rest of the collected features are linked)

This example also has a Grade Separation ‘value’ at one of its’ ends.


	<osgb:networkMember>

<osgb:RoadLink fid='osgb4000000023377812'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-17</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-12</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Topology</osgb:descriptiveGroup>

<osgb:descriptiveTerm>B Road</osgb:descriptiveTerm>

<osgb:natureOfRoad>Single Carriageway</osgb:natureOfRoad>

<osgb:length>32.39</osgb:length>

<osgb:polyline>

<gml:LineString srsName='osgb:BNG'>

<gml:coordinates>446069.000,161188.000 446042.000,161192.000 446037.000,161193.000 </gml:coordinates>

</gml:LineString>

</osgb:polyline>

<osgb:directedNode orientation='-' gradeSeparation='1' xlink:href='#osgb4000000023142913'/>

<osgb:directedNode orientation='+' xlink:href='#osgb4000000023142919'/>

<osgb:referenceToTopographicArea xlink:href='#osgb1000000143417333'/>

<osgb:referenceToTopographicArea xlink:href='#osgb1000000143417504'/>

</osgb:RoadLink>

</osgb:networkMember>

	RoadLinks
(These form a part of the Road Network ‘skeleton’ on which the rest of the collected features are linked)
This example forms a loop. Therefore it has the same start and end RoadNode.

	<osgb:networkMember>

<osgb:RoadLink fid="osgb4000000030349543">

<osgb:version>99</osgb:version>

<osgb:versionDate>2003-08-21</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-08-21</osgb:changeDate>

<osgb:reasonForChange>Modified</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Topology</osgb:descriptiveGroup>

<osgb:descriptiveTerm>Local Street</osgb:descriptiveTerm>

<osgb:natureOfRoad>Single Carriageway</osgb:natureOfRoad>

<osgb:length>86.993</osgb:length>

<osgb:polyline>

<gml:LineString srsName="osgb:BNG">

<gml:coordinates>542882.000,181789.000 542886.000,181766.000 542888.000,181765.000 542905.000,181767.000 542906.000,181768.000 542902.000,181790.000 542901.000,181791.000 542882.000,181789.000</gml:coordinates>

</gml:LineString>

</osgb:polyline>

<osgb:directedNode orientation="-" xlink:href="#osgb4000000029985457"/>

<osgb:directedNode orientation="+" xlink:href="#osgb4000000029985457"/>

<osgb:referenceToTopographicArea xlink:href="#osgb1000001811137571"/>

<osgb:referenceToTopographicArea xlink:href="#osgb1000001811137572"/>

</osgb:RoadLink>

</osgb:networkMember>

	RoadNodes
(These form the other part of the Road Network ‘skeleton’ on which the rest of the collected features are linked)


	<osgb:networkMember>

<osgb:RoadNode fid='osgb4000000023148089'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-15</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-10-30</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Topology</osgb:descriptiveGroup>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>479363.000,131190.000</gml:coordinates>

</gml:Point>

</osgb:point>

<osgb:referenceToTopographicArea xlink:href='#osgb1000002077265036'/>

</osgb:RoadNode>

</osgb:networkMember>

	Road Entity -

Named
This example shows the usage of an apostrophe in the  Road Name.
	<osgb:roadMember>

<osgb:Road fid='osgb4000000023495379'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-03-13</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Named Road</osgb:descriptiveGroup>

<osgb:roadName>CLARKE&apos;S LANE</osgb:roadName>

<osgb:networkMember xlink:href='#osgb4000000023377691'/>

<osgb:networkMember xlink:href='#osgb4000000023377690'/>

<osgb:networkMember xlink:href='#osgb4000000023327038'/>

<osgb:boundedBy>

<gml:Box srsName='osgb:BNG'>

<gml:coordinates>432689.000,152746.000 432731.000,152879.000</gml:coordinates>

</gml:Box>

</osgb:boundedBy>

</osgb:Road>

</osgb:roadMember>

	Road Entity - Numbered
	<osgb:roadMember>

<osgb:Road fid='osgb4000000023510293'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2004-10-12</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>A Road</osgb:descriptiveGroup>

<osgb:roadName>A31</osgb:roadName>

<osgb:networkMember xlink:href='#osgb4000000026191231'/>

<osgb:networkMember xlink:href='#osgb4000000026191230'/>

<osgb:networkMember xlink:href='#osgb4000000026189088'/>

<osgb:networkMember xlink:href='#osgb4000000026189087'/>

…………………………………

                                                              ………………………………

<osgb:networkMember xlink:href='#osgb4000000023256869'/>

<osgb:networkMember xlink:href='#osgb4000000023256868'/>

<osgb:networkMember xlink:href='#osgb4000000023256867'/>

<osgb:networkMember xlink:href='#osgb4000000023256866'/>

<osgb:networkMember xlink:href='#osgb4000000023256356'/>

<osgb:networkMember xlink:href='#osgb4000000023256355'/>

<osgb:networkMember xlink:href='#osgb4000000023256351'/>

<osgb:networkMember xlink:href='#osgb4000000023256302'/>

<osgb:boundedBy>

<gml:Box srsName='osgb:BNG'>

<gml:coordinates>385156.000,95295.000 499296.000,149509.040</gml:coordinates>

</gml:Box>

</osgb:boundedBy>

</osgb:Road>

</osgb:roadMember>

	Road Entity – 
Trunk
	<osgb:roadMember>

<osgb:Road fid='osgb4000000023545946'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2004-03-08</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>A Road</osgb:descriptiveGroup>

<osgb:descriptiveTerm>Trunk Road</osgb:descriptiveTerm>

<osgb:roadName>A343</osgb:roadName>

<osgb:networkMember xlink:href='#osgb4000000023391773'/>

<osgb:networkMember xlink:href='#osgb4000000023391772'/>

<osgb:networkMember xlink:href='#osgb4000000023391771'/>

<osgb:networkMember xlink:href='#osgb4000000023391769'/>

<osgb:networkMember xlink:href='#osgb4000000023340606'/>

<osgb:networkMember xlink:href='#osgb4000000023340605'/>

<osgb:networkMember xlink:href='#osgb4000000023340603'/>

<osgb:networkMember xlink:href='#osgb4000000023340600'/>

<osgb:networkMember xlink:href='#osgb4000000023340599'/>

<osgb:networkMember xlink:href='#osgb4000000023340598'/>

<osgb:boundedBy>

<gml:Box srsName='osgb:BNG'>

<gml:coordinates>444704.000,162729.000 444928.000,162991.000</gml:coordinates>

</gml:Box>

</osgb:boundedBy>

</osgb:Road>

</osgb:roadMember>

	Road Entity – 
Primary
	<osgb:roadMember>

<osgb:Road fid='osgb4000000023510549'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-11-04</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>A Road</osgb:descriptiveGroup>

<osgb:descriptiveTerm>Primary Route</osgb:descriptiveTerm>

<osgb:roadName>A325</osgb:roadName>

<osgb:networkMember xlink:href='#osgb4000000023461037'/>

<osgb:networkMember xlink:href='#osgb4000000023448816'/>

<osgb:networkMember xlink:href='#osgb4000000023448815'/>

<osgb:networkMember xlink:href='#osgb4000000023448814'/>

<osgb:networkMember xlink:href='#osgb4000000023448813'/>

<osgb:networkMember xlink:href='#osgb4000000023448812'/>

<osgb:networkMember xlink:href='#osgb4000000023448811'/>

<osgb:networkMember xlink:href='#osgb4000000023448810'/>

<osgb:networkMember xlink:href='#osgb4000000023422694'/>

<osgb:networkMember xlink:href='#osgb4000000023422693'/>

<osgb:networkMember xlink:href='#osgb4000000023422692'/>

<osgb:networkMember xlink:href='#osgb4000000023379050'/>

<osgb:networkMember xlink:href='#osgb4000000023379049'/>

<osgb:networkMember xlink:href='#osgb4000000023379048'/>

<osgb:networkMember xlink:href='#osgb4000000023291046'/>

<osgb:networkMember xlink:href='#osgb4000000023291045'/>

<osgb:boundedBy>

<gml:Box srsName='osgb:BNG'>

<gml:coordinates>479034.000,131080.000 479233.000,131225.000</gml:coordinates>

</gml:Box>

</osgb:boundedBy>

</osgb:Road>

</osgb:roadMember>

	Mandatory Turn
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023026873'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-11</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:instruction>Mandatory Turn</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023359970'/>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023256883'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	Mandatory Turns
(with exceptions)
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023027297'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-11</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:vehicleQualifier>

<osgb:load exceptFor='true'>Wide Loads</osgb:load>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:instruction>Mandatory Turn</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023359968'/>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023259878'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	No Turns
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023058194'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-18</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-12-11</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:instruction>No Turn</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023340603'/>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023340605'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	No Turns 
(with exceptions)
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023030062'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-04-21</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:vehicleQualifier>

<osgb:type exceptFor='true'>Cycles</osgb:type>

<osgb:type exceptFor='true'>Buses</osgb:type>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:instruction>No Turn</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023282797'/>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023313421'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	No Turn - No ‘U’ Turn
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023046082'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-01</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:instruction>No Turn</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023330083'/>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023449337'/>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023291955'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	One Way
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023058200'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-12-11</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:instruction>One Way</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023340601'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	One Way
(with exceptions)
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023035246'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-18</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-13</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:vehicleQualifier>

<osgb:type exceptFor='false'>Buses</osgb:type>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:instruction>One Way</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023445978'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	No Entry
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023051319'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-12-19</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:instruction>No Entry</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation='-' xlink:href='#osgb4000000023294279'/>

<osgb:distanceFromStart>150.78</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>484887.000,159725.000</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	No Entry 
(with exceptions)
	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid="osgb4000000029704063">

<osgb:version>99</osgb:version>

<osgb:versionDate>2003-01-28</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-01-28</osgb:changeDate>

<osgb:reasonForChange>Modified</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:vehicleQualifier>

<osgb:type exceptFor="true">Buses</osgb:type>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:instruction>No Entry</osgb:instruction>

</osgb:environmentQualifier>

<osgb:directedLink orientation="+" xlink:href="#osgb4000000030238509"/>

<osgb:distanceFromStart>0.000</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName="osgb:BNG">

<gml:coordinates>532861.678,180245.285</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	Access Limited To –  whole RoadLink
(plus dateTimeQualifiers)
	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000023046520'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-04</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:dateTimeQualifier>

<osgb:specifiedPeriod>

<osgb:specifiedTime>

<osgb:startTime>16:30:00</osgb:startTime>

<osgb:endTime>10:00:00</osgb:endTime>

</osgb:specifiedTime>

</osgb:specifiedPeriod>

</osgb:dateTimeQualifier>

<osgb:vehicleQualifier>

<osgb:use exceptFor='false'>Permit Holders</osgb:use>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:instruction>Access Limited To</osgb:instruction>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023381108'/>

</osgb:RoadLinkInformation>

</osgb:roadInformationMember>

	Access Limited To – PartialRoadLink
	<osgb:roadInformationMember>

<osgb:RoadPartialLinkInformation fid='osgb4000000023046035'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-04</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:vehicleQualifier>

<osgb:use exceptFor='false'>Residents And Guests</osgb:use>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:instruction>Access Limited To</osgb:instruction>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023330065'/>

<osgb:subsectionDistance>164.51</osgb:subsectionDistance>

<osgb:subsectionPoint>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>460784.290,151663.519</gml:coordinates>

</gml:Point>

</osgb:subsectionPoint>

<osgb:subsectionDistance>115.89</osgb:subsectionDistance>

<osgb:subsectionPoint>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>460788.000,151712.000</gml:coordinates>

</gml:Point>

</osgb:subsectionPoint>

</osgb:RoadPartialLinkInformation>

</osgb:roadInformationMember>

	Access Prohibited To - whole RoadLink
(plus dateTimeQualifiers)

	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000023549167'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2004-06-14</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:dateTimeQualifier>

<osgb:specifiedPeriod>

<osgb:namedTime>Local Times Apply</osgb:namedTime>

</osgb:specifiedPeriod>

</osgb:dateTimeQualifier>

<osgb:vehicleQualifier>

<osgb:type exceptFor='false'>All Vehicles</osgb:type>

<osgb:use exceptFor='true'>Loading And Unloading</osgb:use>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:instruction>Access Prohibited To</osgb:instruction>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023319474'/>

</osgb:RoadLinkInformation>

</osgb:roadInformationMember>

	Level Crossing 

	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000023047705'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-10-16</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Level Crossing</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023331431'/>

<osgb:distanceFromStart>36.55</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>465512.410,159464.331</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadLinkInformation>

</osgb:roadInformationMember>

	Ford
	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000023058176'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-12-11</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Ford</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023275286'/>

<osgb:distanceFromStart>90.68</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>441926.664,163562.536</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadLinkInformation>

</osgb:roadInformationMember>

	Gate
	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000023512535'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-05-01</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Gate</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023330364'/>

<osgb:distanceFromStart>73.42</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>464624.247,151353.205</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadLinkInformation>

</osgb:roadInformationMember>

	Mini Roundabout

	<osgb:roadInformationMember>

<osgb:RoadNodeInformation fid='osgb4000000023046885'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-03</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Mini Roundabout</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadNode xlink:href='#osgb4000000023156219'/>

</osgb:RoadNodeInformation>

</osgb:roadInformationMember>

	Through Route

	<osgb:roadInformationMember>

<osgb:RoadRouteInformation fid='osgb4000000023514434'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-04-17</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Through Route</osgb:classification>

</osgb:environmentQualifier>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023271085'/>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023421751'/>

<osgb:directedLink orientation='+' xlink:href='#osgb4000000023289990'/>

</osgb:RoadRouteInformation>

</osgb:roadInformationMember>

	Traffic Calming

	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000023058177'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-22</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-12-11</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Traffic Calming</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023340593'/>

</osgb:RoadLinkInformation>

</osgb:roadInformationMember>

	FerryLink

	<osgb:networkMember>

<osgb:FerryLink fid='osgb4000000026200693'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-18</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-03-19</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Ferry Connection</osgb:descriptiveGroup>

<osgb:directedNode orientation='-' xlink:href='#osgb4000000026200638'/>

<osgb:directedNode orientation='+' xlink:href='#osgb4000000026200639'/>

</osgb:FerryLink>

</osgb:networkMember>

	FerryNode

	<osgb:networkMember>

<osgb:FerryNode fid='osgb4000000026200639'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-18</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-03-19</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Ferry Connection</osgb:descriptiveGroup>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>450159.000,95549.000</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:FerryNode>

</osgb:networkMember>

	FerryTerminal
	<osgb:networkMember>

<osgb:FerryTerminal fid='osgb4000000026200630'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-18</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-03-19</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Network Connection</osgb:descriptiveGroup>

<osgb:descriptiveTerm>Road</osgb:descriptiveTerm>

<osgb:descriptiveTerm>Ferry</osgb:descriptiveTerm>

<osgb:referenceToNetwork xlink:href='#osgb4000000026149444'/>

<osgb:referenceToNetwork xlink:href='#osgb4000000026200639'/>

</osgb:FerryTerminal>

</osgb:networkMember>

	Information Point

	<osgb:roadInformationMember>

<osgb:InformationPoint fid='osgb4000000023465572'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-18</osgb:versionDate>

<osgb:theme>Road Network</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-10-28</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Information Point</osgb:descriptiveGroup>

<osgb:junctionName>M27 J3/M271/A3057</osgb:junctionName>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>436891.000,116394.000</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:InformationPoint>

</osgb:roadInformationMember>

	Toll Indicator

	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000023028634'>

<osgb:version>1</osgb:version>

<osgb:versionDate>2004-11-23</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-11-07</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Toll Indicator</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000023311829'/>

<osgb:distanceFromStart>19.09</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>443950.043,111174.278</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadLinkInformation>

</osgb:roadInformationMember>

	Bridge Over Road
(without vehicleQualifier) 
	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000008999800'>

<osgb:version>2</osgb:version>

<osgb:versionDate>2005-09-13</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2002-12-31</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:environmentQualifier>

<osgb:classification>Bridge Over Road</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000009213233'/>

<osgb:distanceFromStart>57.56</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>356741.947,404524.837</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadLinkInformation>

</osgb:roadinformationMember>

	Bridge Over Road
(with vehicleQualifier)
	<osgb:roadInformationMember>

<osgb:RoadLinkInformation fid='osgb4000000009001279'>

<osgb:version>2</osgb:version>

<osgb:versionDate>2005-09-13</osgb:versionDate>

<osgb:theme>Road Routing Information</osgb:theme>

<osgb:changeHistory>

<osgb:changeDate>2003-01-03</osgb:changeDate>

<osgb:reasonForChange>New</osgb:reasonForChange>

</osgb:changeHistory>

<osgb:descriptiveGroup>Road Routing Information</osgb:descriptiveGroup>

<osgb:vehicleQualifier>

<osgb:maxHeight>4.59</osgb:maxHeight>

<osgb:maxCompositeHeight>

<osgb:feet>15</osgb:feet>

<osgb:inches>3</osgb:inches>

</osgb:maxCompositeHeight>

</osgb:vehicleQualifier>

<osgb:environmentQualifier>

<osgb:classification>Bridge Over Road</osgb:classification>

</osgb:environmentQualifier>

<osgb:referenceToRoadLink xlink:href='#osgb4000000009222121'/>

<osgb:distanceFromStart>153.16</osgb:distanceFromStart>

<osgb:point>

<gml:Point srsName='osgb:BNG'>

<gml:coordinates>372866.588,402634.984</gml:coordinates>

</gml:Point>

</osgb:point>

</osgb:RoadLinkInformation>

</osgb:roadinformationMember>
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